
Slime® provides a quick emergency repair. Treated tyres should be repaired by a qualified tyre professional at the earliest opportunity to ensure 
safety and proper cleaning of tyre pressure sensor, if so equipped.  We recommend treated tyre be repaired within 3 days or 160 km after use of 
Slime Tyre Sealant, whichever comes first. Advise tyre professional of product use. PART#CRK0305-IN  |  REV012623ART

	 ATTENTION! READ ALL INSTRUCTIONS CAREFULLY
FAILURE TO FOLLOW WARNING INSTRUCTIONS CAN RESULT IN FIRE, 

PERSONAL INJURY OR PROPERTY DAMAGE. 

LIGHT
•	 Bright LED for night-

time emergencies

AIR ADAPTER
STORAGE
•		Snap-in-place  

storage

ON/OFF
SWITCH

QUICK CONNECT 
AIR HOSE POWER SOURCE

•  Plugs into 12V power outlet

DIAL GAUGE
• 0 - 60 PSI / 0 - 4 BAR

INFLATABLES | BALLS

SLIME TYRE 
SEALANT
• 473 mL

EMERGENCY

REPAIR KIT
FLAT TYRE



TYRE REPAIR TIME 15 min*

CFM (LPM) 0.60 CFM (17 LPM) @ 0 PSI

DIAL GAUGE PSI 0-60, BAR 0-4

12V POWER CORD LENGTH 9.2 ft. (2.8 m)

POWER SOURCE 12V accessory power outlet

TOTAL REACH 9.6 ft. (2.9 m)





12V

PULL UP
TO LOCK

PULL DOWN
TO UNLOCK







DAUER DER REIFENREPARATUR 15 min*

CFM (LPM) 0,60 CFM (17 LPM) @ 0 PSI

MESSUHR PSI 0-60, BAR 0-4

STROMKABELLÄNGE 9,2 ft. (2,8 m)

STROMVERSORGUNG 12 Volt Zigarettenanzünder-Buchse

GESAMTREICHWEITE 9,6 ft. (2,9 m)

WARNHINWEISE!





12V







TEMPS DE RÉPARATION D'UNE CREVAISION 15 min*

CFM (LPM) 0,60 CFM (17 LPM) @ 0 PSI

MANOMÈTRE PSI 0-60, BAR 0-4

LONGUEUR DU CORDON 9,2 ft. (2,8 m)

SOURCE D’ALIMENTATION Prise d’alimentation d’accessoire 
12 volts

LONGUEUR DU TUYAU D’AIR 9,6 ft. (2,9 m)

AVERTISSEMENTS





12V







TEMPO PER RIPARARE UNA FORATURA 15 min*

CFM (LPM) 0,60 CFM (17 LPM) @ 0 PSI

MANOMETRO PSI 0-60, BAR 0-4

LUNGHEZZA CAVO ELETTRICO 9,2 ft. (2,8 m)

FONTE DI ALIMENTAZIONE Presa elettrica per accessori da 12 Volt

ESTENSIONE TOTALE 9,6 ft. (2,9 m)

AVVERTENZE!





12V







ADVERTENCIA

TIEMPO PARA REPARAR UN PINCHAZO 15 min*

PCM (LPM) 0.60 PCM (17 LPM) @ 0 PSI

MEDIDOR DE RELOJ PSI 0-60, BAR 0-4

LONGITUD DEL CORDÓN DE CORRIENTE 9.2 ft. (2.8 m)

FUENTE DE ENERGÍA Toma de corriente para accesorio de 12 
volitios

ALCANCE TOTAL 9.6 ft. (2.9 m)





12V




